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ITEM PART NUMBER DESCRIPTION

1 226-200-ALU-CWP Lid, 20”, Cast Aluminum w/ SO

2 286-226-HBG Gasket, Bolt-on S.O. Connection

3 SEE DESCRIPTION 5/16 Flat Washer

4 SEE DESCRIPTION HHCS 5/16 UNC x 1 1/4” Lg.

5 280-711-8BT Bolt Tab

6 282-800-2S Ball Cage, 304 SS

7 414-600-SS 6” Stainless Steel Float Ball

8 SEE DESCRIPTION HHCS 3/8 UNC x 7/8” Lg.

9 SEE DESCRIPTION HHCS 3/8 UNC x 1” Lg SS

10 SEE DESCRIPTION Lock Washer 3/8, SS

11 SEE DESCRIPTION Hex Nut 3/8, SS

12 228-2006-1A Aluminum Neck, 20” x 6”

228-2009-1A Aluminum Neck, 20” x 9”

228-2012-1A Aluminum Neck, 20” x 12”

13 286-706-20L Gasket, 20” Lid BUNA

14 280-703-C Hinge Pin

15 280-704-S Cotter Pin, 1/8x.1.5” SS

16 284-400-1C Clevis Pin

17 284-351-1C Eyebolt, 5/8” UNC x 5” Lg

18 284-102-CP Wingnut, Carbon, Plated

19 280-875-AFW Flat Washer, 7/8”

20 226-ALU-2HB 2” Hose Barb, S.O. Flange

226-ALU-3HB 3” Hose Barb, S.O. Flange

280-711-F4 4” NPT, S.O. Flange

21 416-300-B Ball Seat, 3” BUNA

416-400-B Ball Seat, 4” BUNA

22 416-300-1WC Worm Clamp, 3” 

416-400-1WC Worm Clamp, 4”

LID NECK PART NUMBER WEIGHT

20” Cast Aluminum, 2” HB Aluminum 6” 206-2006-2HB-CA 45 LBS
20” Cast Aluminum, 3” HB Aluminum 6” 206-2006-3HB-CA 47 LBS
20” Cast Aluminum, 4” NPT Aluminum 6” 206-2006-4NP-CA 49 LBS

Complete Assemblies

Replacement Parts

FEATURES
- Available with Camover Latches
- 8” Corrosion Resistant S.S. 
  Ball Cage
- 35 P.S.I. rated, built to DOT specs
- 2”, 3” HB or 4” NPT Connection
- 5/8” Square Buna Gasket

Available with lubenuts
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ITEM PART NUMBER DESCRIPTION

1 284-351-2C Eyebolt, 1/2” x 5.75” lg. Non-Code
2 284-400-1C Clevis Pin, Non Code 5/8”
3 280-704-S Cotter Pin, 1/8” x 1.5” lg SS
4 284-250-004 Spring, Cam Over 3” FL
5 284-250-005 Spacer, Cam Over
6 284-250-002 Wear Plate, SS
7 284-250-003 Washer, Fender 3/4” SS
8 470903 HHCS - 10-24 x 0.75 lg. SS
9 470902 Flat Washer, 10, 18-8 SS
10 470901 Locknut, 10-24 UNC, 18-8 SS
11 284-250-006 Pin, Cam Over 3/4”
12 284-250-001 Clamp, Cam Over
13 470900 Locknut, 1_2-13 UNC, Grade 8, Cl Z

* Items 4, 5 and 7 are exclusive to the safety latch fastener set.
** Purchasing note on cast aluminum lid.  20” cast aluminum lid 
modifications occured March, 2009.  Call to ensure your cast 
aluminum lid is cam over compatible.

Replacement Parts - Cam Over Assembly

Cam Over Compatible
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For installation in non-code portal (excluding low-profile cast aluminumg lid shutoffs).

FEATURES
- 6” Corrosion Resistant PVC Ball Cage
- 4” Stainless Steel Float Ball
- 2” Buna Ball Seat
- 2” NPT Pipe Nipple

For Installation in Carbon Steel Units

6” PVC Cage

4” Stainless Steel Float Ball
Buna Ball Seat

DESCRIPTION PART  NUMBER

6” PVC Cage, 2” NPT Carbon, 4” SS Float Ball 200-000-2NPT

DESCRIPTION PART  NUMBER

6” PVC Ball Cage 282-600-PVC
6” PVC Retainer 282-600-PVC-S
Weld Tabs for 6’ PVC Ball Cage 740-0103-C
2” BUNA Ball Seat 416-200-B
Clamp for 2” Ball Seat 416-200-1WC
4” Stainless Steel Float Ball 414-400-SS
2” NPT Carbon Nipple 428-2035-1C
2” NPT Stainless Steel Nipple 428-2035-1S

Replacement Parts

Port Connection
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For installation in any non-code manway or portal.

FEATURES
- 8” or 10” Corrosion Resistant Stainless Steel Ball Cage
- 6” or 8” Stainless Steel Float Ball
- 3”, 4” or 6” Buna Ball Seat
- 3”, 4” or 6” NPT Connection

For Installation in Carbon Steel Units

8” Stainless Steel Ball Cage

6” Stainless Steel Float Ball

DESCRIPTION PART  NUMBER

8” SS Cage, 3” NPT Carbon, 6” SS Float Ball 200-000-3NPT
8” SS Cage, 4” NPT Carbon, 6” SS Float Ball 200-000-4NPT
10” SS Cage, 4” NPT Carbon, 8” SS Float Ball 200-000-4NPT-10
10” SS Cage, 6” NPT Carbon, 8” SS Float Ball 200-000-6NPT

Port Connection

Buna Ball Seat



National Vacuum Equipment, Inc. •  Toll Free 24-hour Fax 800-998-6834 • Toll Free 800-253-5500

2670 Aero Park Drive • P.O. Box 685 • Traverse City, MI 49685-0685 • USA

D.1.14 03/09

VA
C

U
U

M
 T

A
N

K
 C

O
M

P
O

N
E

N
TS

For installation in any non-code manway or portal.

DESCRIPTION PART  NUMBER

8” 201 Stainless Steel Ball Cage and Retainer 282-800-1S
8” 304 Stainless Steel Ball Cage and Retainer 282-800-2S
10” 304 Stainless Steel Ball Cage and Retainer 282-100-1S
3” BUNA Ball Seat 416-300-B
Weld Tabs for SS Ball Cage 740-0103-S
4” BUNA Ball Seat 416-400-B
6” BUNA Ball Seat 416-600-B
Clamp for 3” Ball Seat 416-300-1WC
Clamp for 4” Ball Seat 416-400-1WC
Clamp for 6” Ball Seat 416-600-1WC
6” Stainless Steel Float Ball 414-600-SS
8” Stainless Steel Float Ball 414-800-SS
3” NPT - Carbon Nipple 428-304-1C
4” NPT - Carbon Nipple 428-404-1C
6” NPT - Carbon Nipple 428-6045-1C
3” NPT - Stainless Steel Nipple 428-304-1S
4” NPT - Stainless Steel Nipple 428-404-1S

8” Stainless Steel Ball Cage

6” Stainless Steel Float Ball 4” Buna Ball Seat 4” Stainless Steel NPT Nipple

Shutoff Assemblies - 8” and 10” Lid Connection - Cont.

Replacement Parts




